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Dimensions

High-Torque Type

CMK-Series
Motor frame size 56.4 mm

Single Shaft CMK264PAP CMK266PAP CMK268PAP
Double Shaft CMK264PBP CMK266PBP CMK268PBP

 Maximum Holding Torque N m 0.46 0.99 1.73

 Rotor Inertia J:kg m 120×10 290×10 490×10

 Rated Current A/phase

 Basic Step Angle

 Power Source

 Excitation Mode

Motor 0.46 0.73 1.1

Driver

Model

2

 Mass
0.05

1.8

24 VDC ± 10 % 2.9 A

Microstep
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These products are manufactured at plants certified with the
international standards ISO 9001 (for quality assurance) and
ISO 14001 (for systems of environmental management).

Specifications are subject to change without notice.
Published in November 2008.
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Characteristics

Power Input: 24 VDC   Current: 2.0A/Phase (2 Phases ON) 
With Damper D6CL - 8.OF:J  =140 x 10   kg·m²L

-7
Resolution 1  1.8° / step
Resolution 2  0.9° / step
Resolution 1  Driver Input Current
Resolution 2  Driver Input Current

Resolution 1  1.8° / step
Resolution 2  0.9° / step
Resolution 1  Driver Input Current
Resolution 2  Driver Input Current

Resolution 1  1.8° / step
Resolution 2  0.9° / step
Resolution 1  Driver Input Current
Resolution 2  Driver Input Current

Speed [r/min]
Pulse Speed [kHz]

Pulse Speed [kHz]
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Power Input: 24 VDC   Current: 2.0A/Phase (2 Phases ON) 
With Damper D6CL - 8.OF:J  =140 x 10   kg·m²L
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Power Input: 24 VDC   Current: 2.0A/Phase (2 Phases ON) 
With Damper D6CL - 8.OF:J  =140 x 10   kg·m²L
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