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LED lighting system for installation inside industrial 
machines. Exceptionally powerful luminous flux. 
Light color 6500K. 
Integrated driver system. 24VDC power supply. 
Available in 60-80-100W  versions. 
 
 

 

TECHNICAL FEATURES 

Dimensions (values in mm)) 

 VERSIONS 
ICI 

Model Power supply Watt Light color Current Beam Lumen LED Weight 

AMYRA.3.65 24VDC 60 W 6500 K – CRI80 2,4 A 120° 6100 lm 4,5 Kg 

AMYRA.4.65 24VDC 80 W 6500 K – CRI80 3,2 A 120° 8100 lm 5,6 Kg 

AMYRA.5.65 24VDC 100 W 6500 K – CRI80 4 A 120° 10100 lm 6,7 Kg 

 

Structure Painted aluminum 

Frontal glass Transparent tempered 4mm thick 

Internal diffuser in PMMA 

Degree of protection IP67 

IEC Class  III 

LED type  Mini power LED 

LED lifespan  > 60.000 h. 

Fastening Built in - M5 screws 

Electrical connection Cable  PUR 3G0,75mmq L.1,5m 

Operative temperature min -5° C - max +55° C 

Lamp color RAL 9010 – RAL9006 (to be specified at time of order submission) 

 

The tolerances depend on the working procedure of the raw materials. We recommend the installation of the lamp with passing screws. 

 

AMYRA.3.65 

AMYRA.4.65 

AMYRA.5.65 
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 INSTALLATION 

Perforated panel. For dimensions 
see the size of the lamp 

 

M5 screws 

 

 

Using proper M5 screws according to the 
application, place and surface where the 
product is mounted. 

 

 

 

23 ÷25,5 VDC 
Voltage range 

 
 

LIGHT FLOW FROM THE SURFACE – H.1000mm from the surface 2000x2000mm 

ELECTRICAL CONNECTION 

Conductor colors: 
brown: 24VDC (positive) 
blue: 0VDC (negative) 
yellow/green: GND 
 

 

 

L 1,5m 
3G0,75mmq Ø6,4mm PUR 

 
 

Polar curve 
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AMYRA.3.65 AMYRA.4.65 AMYRA.5.65 

Emin 120 lux 

Emax 1845 lux 

Em 764 lux 

  

Emin 170 lux 

Emax 2240 lux 

Em 991 lux 

  

Emin 230 lux 

Emax 2520 lux 

Em 1190 lux 

  

  POWER SUPPLY FOR 230V CONNECTION 

90/264 Vac 
Voltage range 

 
 

 CODE DESCRIPTION 
 A0371005061023D 

 
 

Driver AC/DC 24VDC 60W (Meanwell LPV-60-24) 
Vin: 90-264Vac 47/63Hz dim.190x52x37mm (LxBxH) 

 A0381005061124B 
 
 

Driver AC/DC 24VDC 120W (Meanwell DR-120-24) 
Vin: 90-264Vac 47/63Hz dim.65,5x125,5x100mm (LxBxH) 

 A0531005062700E 
 
 

Driver AC/DC 24VDC 240W (Meanwell DRP-240-24) 
Vin: 90-264Vac 47/63Hz dim.125,2x125,2x100mm (LxBxH) 

 A0541005062800E 
 
 

Driver AC/DC 24VDC 480W (Meanwell DRP-480-24) 
Vin: 90-264Vac 47/63Hz dim.227x125,2x100mm (LxBxH) 

 

24VDC 
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